
BEACON GROUP

Features

The most popular semi automa�c analyzer

In-Built Incubator - 2 posi�ons for coagula�on reagent, 15 posi�ons for 
coagula�on cuve�e and 5 posi�ons for test tubes

Online curve for all type of chemistries and best suitable analyzer for 

PT/APTT tests

Icon menu on 7" TFT touch Display and Easy opera�ng so�ware for
day to day test

2000 open channels with 30 QC result per parameter and 20000 pa�ent 

results with pa�ent ID and graph

Dependable a�er sales service

BeaContact
Be Connected...

+91-8488994888 | +91-8488993888

beacontact@beaconindia.com

+91-8488995888 

Programmable Biochemistry Analyzer

UNI ON

ChemV ne t

BEACON GROUP

UNI ON

ChemV ne t



V
B

P
L
/M

A
Y

2
4
/V

C
N

X
T

/V
E

R
0
0

ISO 13485:2016ISO 9001:2015
QM 030

425, NEW GIDC, KABILPORE, NAVSARI - 396 424 (GUJ) INDIA
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E-mail : service@beaconindia.com | Website : www.vectorbiotekindia.com

CIN No. : U33112GJ2002PTC040978

FACTORY & REGISTERED OFFICE :

Technical Specifica�ons

Human Machine Interface Touch Panel / Key Board / Mouse

Linear Measurement Range 0.000 to 3.000 Absorbance Units (A)

Photometric Accuracy ±2% or 0.007 whichever is higher, from 0 to 2.0A, ±3% from 2.0A to 3.0A

Dri� <0.003A/hr.

Op�cal Measurement Silicon Diode

Filters Type of filter
Wave Length
Half Bandwidth
Filter Selec�on

: Interference
: 340,405, 450, 505, 546, 578, 630+2 Op�onal
: ±2nm
: By Stepper motor

Flow cell Type
Flow cell volume
Sipping Volume
Sipping Mode
Cuve�e Volume

:  Stainless steel body & Quartz Window
:  32 μι
:  300 to 1000 μι
:  Automa�c by specially designed Peristal�c Pump
:  500 μι

Temperature of 
Cuve�e/flow cell Block

Method
Temperature
Light Source
Warm up Time
Display
Printer
Memory
CPU
Built in Incubator

:  By Pel�er effect
:  25°C, 30° C and 37° C
:  6V/10W Tungsten Halogen lamp
:  90 Sec.
:  7" TFT Display 300 x 930
:  Built in 55 mm, sta�onary head graphical thermal printer
:  DDR, & DRAN 1 GB, Flash 256 MB
:  ARN Cortex A8720 MHz
:  2 Place for coagula�on reagent | 15 Place for coagula�on Cuve�e
   5 Place for test tubes

Storage Capacity 2000 Open tests with 30 QC results/test (Normal and Abnormal controls)
200000 Pa�ent results with pa�ent ID and Graph

Analysis Mode 1 point, 2 point (Sample blank)  |  Fixed �me  |  Kine�c  |  Coagula�on

:  By factor or by standard
:  Water, Reagent
:  4 USB, LAN Rj45

Concentra�on calcula�on
Blanking
Port

Power Wa�age
Voltage
Opera�ng Posi�on

:  100 Wa�s
:  110-240 Volts ±10%, 50-60 Hz
:  On horizontal, flat, rigid and vibra�on free surface

Opera�ng Condi�ons :  from +18° C to 35° C
:  up to 85%

Temperature
Rela�ve Humidity

Storage Condi�on Temperature
Rela�ve Humidity
Enclosure
Size (cm)
Weight

:  from 10° C to + 60° C
:  up to 85%
:  ABS Fire retardant
:  30X38X13.5 (LxBxH) 
:  7.0 Kgs. (Approx)

1800-270-1027

SERVICE SUPPORT

MON - SAT  9 AM TO 5:30 PM

+91-93757 94114
24 X 7
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